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AISLE LIGHTS 
INPUT VOLTAGE: 6.0 VDC AND 28.0 VDC
OPTIONS AVAILABLE 
MAX POWER: DEPENDS ON LIGHT 
WEIGHT: 0.17 LB MAX, 0.08 KG MAX
(DEPENDS ON LIGHT) 
DIMENSIONS: DEPENDS ON LIGHT
 COMMON “LIGHT ENGINE” DESIGN CONCEPT
USED WITH MULTIPLE LENSES AND BEZELS
TO AIM LIGHT AT REQUIRED INTENSITY
 BOTH SINGLE AND DUAL LED OPTIONS
AVAILABLE FLUSHED WITH SIDE PANELING –
UNNOTICEABLE UNLESS ILLUMINATED 
POWERFUL HIGHLY EFFICIENT LIGHT
SOURCES COMBINED WITH CUSTOM OPTICS
ALLOW FOR REDUCED PART COUNT AND
POWER REQUIREMENTS PER INSTALLATION 
CUSTOM COLORS AND BEZELS FOR YOUR
MOUNTING LOCATION AND APPLICATION
 LED LIGHTING RESULTS IN LOWER POWER
USAGE, LOWER HEAT OUTPUT AND
VIRTUALLY NO MAINTENANCE
 PMA APPROVED 
PART NUMBER: 0204624
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