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ANTI-COLLISION LIGHT - DUAL MODE 
TECHNICAL DATA

TECHNICAL DRAWING

DIMENSIONS (MM): 66 MM X 66 MM X 747.7 MM 
DIMENSIONS (INCHES): 2.6" X 2.6" X 2.94" 
WEIGHT: 440 G/ 0.97 POUNDS 
OPERATING VOLTAGE RANGE: 18 - 36 VDC 
INPUT POWER- WHITE STROBE (@28V): 144 W 
INPUT POWER- RED STROBE (@28V): 72 W
 CURRENT- WHITE (@28V): 5.0A 
CURRENT- RED (@28V): 2.5A 
REPETITION RATE OF STROBE: 48 CYCLES PER
MINUTE 
AMBIENT TEMPERATURE: FROM -55°C to +85°C
FROM -67°F to +185°F 
OVERHEAT PROTECTION: YES, +85°C 
REVERSE POLARITY PROTECTION: YES 
TRANSIENT VOLTAGE: +80VDC @2SECOND
UNDER-VOLTAGE PROTECTION (LOCKOUT): YES (18V) 
OVER-VOLTAGE PROTECTION (LOCKOUT): YES (36V) 
WATERPROOF, DUST-PROOF, SHOCK-PROOF,
VIBRATION-PROOF: YES


