
HOIST LIGHTS
TECHNICAL DATA

TECHNICAL DRAWING

DIMENSIONS: 6.56" X 4.13" (167 MM X 105 MM)
WEIGHT: 5.3 LB MAX
INPUT VOLTAGE/POWER: 

28 VDC 
78W MAX FOR VISIBLE LAMPS (75W NOMINAL) 
23W MAX FOR IR LAMP

 MARKING: PART SHALL BE IDENTIFIED IN ACCORDANCE
WITH LPS-258.
THE LIGHT IS CAPABLE OF WITHSTANDING AN AIRSPEED
OF 180 KNOTS. 
TRANSMISSION REQUIREMENTS: 

THERE WILL BE LESS THAN 1% TRANSMISSION
BELOW 740 NM. 
DOMINANT WAVELENGTH IS 860 NM. 

 FINISH: EXCEPT FOR LAMPS, IR RING AND GLASS LAMP
LENS, ALL METAL PARTS EXPOSED WHEN LIGHT IS
INSTALLED ON AIRCRAFT ARE TO BE SPRAYED WITH
ONE COAT OF EPOXY POLYAMIDE PRIMER PER MIL-P-
23377, AND TWO COATS OF FLAT BLACK
POLYURETHANE PAINT PER MIL-C-46168, TYPE IV,
COLOR NO. 37038 PER FED-STD-595.

www.luminatoraerospace.com


