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NVIS BEZELS
TECHNICAL DATA

TECHNICAL DRAWING

WEIGHT: 0.097 LB MAX, 0.044 KG MAX 
DIMENSIONS: 2.42” X 1.85”, 61 MM X 47 MM 
POWER: 5.0V (-001, -003, -005) 28.0V (-101,
-103, -105) 
PART NUMBER: 0230014 
BEZELS DESIGNED TO MEET ALL LIGHTING &
RADIANCE REQUIREMENTS OF MIL-L-85762 
PROVIDES UNIFORM ILLUMINATION TO
INSTRUMENT TO WHICH IT IS APPLIED.
WHEN OPERATED AT 5.0V OR 28V USING A
BAS0 REFLECTANCE STANDARD MOUNTED
0.25” FROM THE AFT INSTRUMENT
INTERFACE, THE SURFACE WILL ILLUMINATE
T55O A LEVEL OF 0.5 -1.5 ± 0.2 FOOT
LAMBERT AVERAGE 
DIELECTRIC STRENGTH: 600 VRMS FOR
PERIOD OF ONE (1) MINUTE WITH CIRCUIT
CONNECTED TOGETHER AND TO CASE. 
MAXIMUM LEAKAGE CURRENT: 2.0MA (TEST
WITH LAMPS REMOVED)


