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PAR 46 LANDING/TAXI LIGHT 
DIMENSIONS (MM): 143 MM X 58.4 MM
 DIMENSTIONS (INCHES): 5.63" X 2.30"
 WEIGHT: 874 G / 1.93 LB
 OPERATING VOLTAGE RANGE: 18-36 V DC
 INPUT CURRENT: 

37.15A @28V+/-5%
11A @18V +/-5% 
5.5 @36 V +/-5%

 OUTPUT POWER: 168 W
 NUMBER OF LED: 45
 COLOR: COOL WHITE, COLOR SHADE 1C0
 TAXI LENS - VIEWING ANGLE: 40° X 20°
 LANDING LENS - VIEWING ANGLE: 12°
 INTENSITY (LANDING): 325,000 CD
 INTENSITY (TAXI): 68,000 CD AMBIENT
 TEEMPERATURE: FROM -55°C TO +85°C
FROM -67°F TO +185°F
 OVERHEAT PROTECTION: YES
(TEMPERATURE DEPENDENT DECREMENT
OF INTENSITY)
 TRANSIENT VOLTAGE: 80 V, 2 SECONDS
 UNDER-VOLTAGE LOCKOUT: NOT LESS
THAN 30,000 AIRCRAFT FLIGHT HOURS
 WATERPROOF, DUST-PROOF, SHOCK-
PROOF, VIBRATION-PROOF: YES
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